
FILE DELIVERY

SINGLE

500 x 500 mm
Design: 496 x 496 mm
Design+ bleed: 516 x 516 mm

500 x 1000 mm
Design: 496 x 992 mm
Design+ bleed: 516 x 1012 mm

500 x 1500 mm
Design: 496 x 1488 mm
Design+ bleed: 516 x 1508 mm

500 x 2500 mm
Design: 496 x 2480 mm
Design+ bleed: 516 x 2500 mm

500 x 3000 mm
Design: 496 x 2976 mm
Design+ bleed: 516 x 2996  mm

1000 x 1000 mm
Design: 992 x 992 mm
Design+ bleed: 1012 x 1012 mm

1000 x 1500 mm
Design: 992 x 1488 mm
Design+ bleed: 1012 x 1508 mm

1000 x 2000 mm
Design: 992 x 1984 mm
Design+ bleed: 1012 x 2004 mm

1000 x 2500 mm
Design: 992 x 2480 mm
Design+ bleed: 1012 x 2500 mm

1000 x 3000 mm
Design: 992 x 2976 mm
Design+ bleed: 1012 x 2996 mm

Design
Bleed: 10 mm on each side 

IMPORTANT!

Save the file in PDF format
without crop marks • without registration marks
without colour bars • without page information 

Use the document's bleed settings: tick!

Convert text to outlines

Embed photos/images in the highest possible resolution.
Min. 75 dpi at actual size.

Colour:  

Bleed: 1 cm on each side



DOUBLE

Height: same dimensions as the previous page. 
Width: dimensions of the design x number of panels 

Example: 2000 x 2500 mm
992 x 2 = 1984

Design: 1984 x 2480 mm
Bleed: 10 mm on each side
Design + bleed: 2004 x 2500 mm

Each design across multiple panels must be created 
as a single block! The print extends across all the 
different panels so that the join between the different 
frames is not visible. 

992 992


